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REPORT  OF  THE  DEPUTY  MINISTER 


Edmonton,  Alberta,  January  1st,  1923 

The  Honourable  Vernor  W.  Smith, 

Minister  of  Railways  and  Telephones , 

Parliament  Buildings,  Edmonton. 

Sir, — I  have  the  honour  to  submit  herewith  the  Annual  Report 
of  the  Railways  Branch  of  the  Department  of  Railways  and  Telephones 
for  the  year  ending  December  31st,  1922. 

The  year  1922  was  a  very  inactive  one  throughout  the  Western 
Provinces,  so  far  as  new  construction  was  concerned.  Fifty-five  miles 
of  new  line  were  constructed  during  the  year,  of  which  thirty-one  miles 
were  laid  in  the  Province  of  Alberta.  The  net  gain  in  mileage  for  the 
year,  however,  as  shown  in  Schedule  B  appended  to  this  report,  was 
only  nine  miles,  this  result  being  due  partly  to  consolidations  of  the 
various  lines  now  forming  the  Canadian  National  Railway  System, 
and  partly  to  corrections  made  necessary  by  errors  contained  in  pre¬ 
vious  mileage  statements  submitted. 

The  new  mileage  laid  in  Alberta  during  the  year  was  distributed 
as  follows:  On  the  Langdon-Knee  Hill  Branch  of  the  Canadian  Pacific 
Pailway,  3  miles;  on  the  Manyberries  Branch  of  the  Canadian  Pacific 
Railway,  16  miles;  on  the  Lacombe  and  North-Western  Railway, 
12  miles. 

On  those  lines  which  are  either  owned  outright  by  the  Province, 
or  in  which  it  is  heavily  interested,  the  work  of  reconditioning  and 
completing  was  continued  during  the  year  with  the  aid  of  funds  author¬ 
ized  to  be  advanced  to  the  various  railway  companies  in  the  form  of 
loans  at  the  last  three  sessions  of  the  Legislature.  The  wrork  carried  out 
on  each  of  these  lines  during  the  past  season  is  dealt  with  hereunder. 

Edmonton,  Dunvegan  and  British  Columbia  Railway. 

Central  Canada  Railway. 

The  amount  of  $2,500,000,  which  was  authorized  to  be  loaned 
to  the  E.  D.  &  B.C.  Railway  and  Central  Canada  Railway  at  the  1920 
and  1921  sessions  of  the  Legislature,  has  now  been  exhausted,  and  it  is 
possible  to  make  a  general  survey  of  the  work  performed,  with  a  view 
to  making  an  appraisal  of  the  results  obtained  for  the  amount  expended 
on  these  lines. 

Under  the  terms  of  the  agreement  entered  into  by  the  Province 
of  Alberta  in  July,  1920,  the  Canadian  Pacific  Railway  accepted  the 
management  of  the  Edmonton,  Dunvegan  6c  B.C.  and  Central  Canada 
Railways  for  a  period  of  five  years.  One  of  the  considerations  govern¬ 
ing  the  acceptance  of  the  managership  by  the  C.P.R.  was  the  pro¬ 
vision  by  the  Government  of  a  sum  not  in  excess  of  $2,500,000  for 
the  purpose  of  eliminating  the  deferred  maintenance  of  the  railways 
and  bringing  the  lines  up  to  a  reasonable  standard  of  operating  effic¬ 
iency.  It  was  evident  that  to,  bring  about  this  result  a  considerable 
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amount  would  be  required  for  additional  track  facilities,  new  struct¬ 
ures,  and  additions  and  improvements  to  existing  structures,  but  it 
is  now  apparent  that  the  work  of  overtaking  all  deferred  maintenance 
and  placing  the  lines  in  such  a  state  of  repair  as  to  ensure  the  efficient 
operation  thereof  has  not  been  accomplished,  although  the  amount 
advanced  to  the  Manager  under  the  terms  of  the  agreement  averages 
#5,470  per  mile  of  line,  the  total  mileage  in  the  E.  D.  &.  B.C.  and  C.  C. 
Railways  being  457  miles. 

When  the  Canadian  Pacific  Railway  assumed  the  management 
of  these  lines  the  problem  of  tie  renewals  was  one  the  seriousness  of 
which  could  not  be  exaggerated,  the  ties  being  in  such  a  decayed  con¬ 
dition  over  all  portions  of  the  line  that  trains  could  not  be  operated 
without  endangering  the  safety  of  the  public.  An  examination  of  the 
reports  submitted  by  the  manager  of  the  companies  covering  each 
season’s  work  discloses  the  fact  that  ties  to  the  number  of  463,817 
have  been  renewed  since  July,  1920,  when  the  C.P.R.  assumed  con¬ 
trol,  this  number  representing  approximately  34  per  cent,  of  the  total 
number  of  ties  in  the  lines.  The  original  ties  were  laid  in  the  track 
in  the  years  1912-1915,  and  the  renewals  effected  under  the  J.  D. 
McArthur  management  prior  to  July,  1920,  were  comparatively  neg¬ 
ligible.  Consequently  we  may  conclude  that  about  two-thirds  of  the 
original  ties  are  still  in  the  track,  even  though  the  age  of  these  ties 
ranges  from  seven  to  ten  years.  As  the  life  of  track  ties  made  from 
native  timber  obtainable  along  the  E.  D.  &  B.C.  and  C.  C.  Railways 
is  limited  to  between  five  and  seven  years,  it  is  apparent  that  the 
work  accomplished  in  this  direction  is  far  short  of  what  the  require¬ 
ments  of  the  situation  demand. 

The  work  cf  ballasting  also  appears  to  have  fallen  short  of  what 
was  required  to  bring  the  lines  up  to  a  reasonable  standard  of  operat¬ 
ing  efficiency.  A  total  of  298,731  cubic  yards  of  ballast  was  distri¬ 
buted  and  placed  during  the  past  three  seasons.  Of  this  amount 
78,090  cubic  yards  were  placed  on  the  Grande  Prairie  Branch,  which 
gives  an  average  of  about  1450  cubic  yards  per  mile  of  main  track 
and  sidings.  As  this  subdivision  had  received  practically  no  ballast 
prior  to  the  C.P.R.  management,  this  amount  will  certainly  be  in¬ 
sufficient  to  keep  the  track  in  shape  during  a  wet  season.  The  average 
amount  of  ballast  distributed  over  the  whole  system  works  out  at 
slightly  over  600  cubic  yards  per  mile  of  main  line  and  sidings,  and 
this  again  is  considerably  short  of  what  the  condition  of  these  lines 
indicated  as  being  necessary. 

An  omission  in  the  agreement  entered  into  by  the  Government 
with  the  Canadian  Pacific  Railway  is  apparent  in  the  lack  cf  provision 
for  a  supervisor  to  be  appointed  by  the  Provincial  Government,  whose 
duties  would  be  to  scrutinize  all  expenditures  made  by  the  manager 
and  to  report  to  the  Minister  on  the  general  conduct  of  the  work  done 
and  the  general  administration  of  the  funds  advanced  by  the  Govern¬ 
ment  under  the  terms  of  the  agreement.  The  remuneration  of  this 
supervisor  should  have  been  provided  out  of  the  reconditioning  fund 
and  the  revenues  of  the  railways,  as  it  is  only  reasonable  that  the  cost 
of  this  supervision  should  be  borne  by  the  work  on  which  it  is  necessary 
and  be  charged  to  the  railway  companies.  The  economical  purchase 
of  fuel  and  of  hiring  and  repairing  of  all  equipment  used  on  the  work 
and  in  the  operation  of  the  lines  might  be  mentioned  as  coming  within 
the  purview  cf  this*  supervisor  and  the  need  of  such  supervision  is 
apparent  when  examination  is  made  of  the  amounts  spent  on  these 
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two  items.  The  sum  of  approximately  $140,000  has  been  expended 
for  fuel  used  on  reconditioning  work  on  the  two  lines  since  July,  1920. 
This  fuel  was.  purchased  from  Southern  Alberta  points  on  the  C.P.R., 
some  of  it  being  shipped  .a  distance  of  over  360  miles.  By  obtaining 
this  coal  from  the  steam  coal  districts  west  of  Edmonton  a  saving 
varying  from  $1.01  to  $2.10  per  ton  could  have  been  effected,  and 
would  have  resulted  in  a  total  saving  to  the  companies  of  approximately 
$18,000  in  this  one  item  alone.  If  this  purchasing  economy  were 
extended  to  the  fuel  used  in  the  ordinary  operation  of  the  railways,  a 
further,  saving  amounting  to  at  least  twice  the  above  amount,  or  a 
total  of  $54,000,  could  have  been  effected  in  the  item  of  fuel  since  the 
lines  were  taken  over. 


The  amount  expended  in  connection  with  repairs  to  and  rental 
of  equipment  also  appears  to  be  excessive  when  considered  in  con¬ 
junction  with  the  work  performed,  the  sum  of  approximately  $480,000 
having  been  expended  on  these  two  items  and  charges  connected 
therewith.  This  represents  about  46  per  cent,  of  the  cost  of  the  work 
on  which  this  equipment  was  used. 


As  the  economical  operation  of  the  northern  railways  is  a  matter 
of  general  public  interest,  a  comparison  has  been  prepared  from  avail¬ 
able  data  shoving  the  ratio  of  traffic,  transportation  and  general 
expenses  to  revenue  for  the  year  1922  on  the  four  northern  lines  in 
which  the  Province  is  so  heavily  interested.  In  examii  ing  the  com¬ 
parison  it  should  be  kept  in  mind  that  the  revenues  of  a  railway,  to¬ 
gether  with  the  ruling  gradient  to  which  it  is  constructed,  iaigeiy  de¬ 
termine  the  ratio  cf  traffic,  transportation  and  general  expenses  to 
revenue.  In  other  words  those  iines  with  the  greatest  revenue  per 
mile  of  road  and  the  lowest  ruling  gradient  should  show  the  lowest 
ratio.  The  comparison  follows: 


Road 

E.  D.  &  B.C.  Railway _ 

C.  C.  Railway . . 

Average 

A.  &  G.  W.  Railway . 

L.  &  N.  W.  Railway . 

Average 


Ratio  of  Traffic ,  Trans¬ 
portation  and  general 
Revenue  per  Mile  Expenses  to  Revenue 
32,416.06  51.6  per  cent. 

980.70  1 14.4  per  cent. 

2,196.41  55.9  per  cent. 

764.70  5-8.9  per  cent. 

1,464.53  62.9  per  cent. 

834.66  Average  59.6  per  cent. 


The  revenue  per  mile  of  road  on  the  Alberta  8c  Great  Waterways 
and  Lacombe  8c  North-Western  Railways  is  only  38  per  cent,  of  that 
on  the  Edmonton,  Dunvegan  &  B.C.  Railway  and  Central  Canada 
Rai;wray,  while  the  ruling  gradient  on  the  two  former  lines  is  1  per 
eent.  against  a  0.5  per  cent,  ruling  gradient  on  the  two  C.P.R. -managed 
lines.  This  difference  in  gradients  permits  the  C.P. P. -managed  lines 
to  te  operated  with  only  59  per  cent,  of  the  trains  required  to  handle 
an  £qual  volume  of  traffic  on  the  A.  8c  GAV.  and  L.  8c  N.W.  Railw  ays, 
and  it  should  be  easy  to  appreciate  the  great  advantage  this  gives  to 
the  former  lines  in  any  comparison  with  the  Government-operated 
railways  which  involves  operating  expenses.  Nevertheless,  in  spite 
of  both  these  adverse  factors,  it  will  he  noted  that  the  ratio  of  traffic, 
transportation  and  general  expenses  to  revenue  on  the  two  Govern¬ 
ment-operated  lines  is  only  3.7  per  cent,  higher  than  on  the  E.  D.  8c 
B.C  .  and  C.C.  Railways. 


Turning  now  to  the  work  carried  out  on  the  E.  D.  8c  B.C.  and  C.C. 
Railways  during  1922  we  find  that  a  total  of  35,282  cubic  yards  of 
ballast  wrere  distributed  and  placed  in  the  track  during  the  season. 
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Of  this  total,  23,640  cubic  yards  were  placed  on  the  Grande  Prairie 
Branch  between  Mile  25.5  and  Grande  Prairie.  The  balance  of  the 
yardage  was  distributed  in  patches  between  Mile  244  and  Spirit  River 
on  the  main  line,  and  between  Mile  25  and  Mile  41  on  the  Central 
Canada  Railway. 

Approximately  111,000  ties  were  renewed  during  the  past  season, 
of  which  number  about  9,650  were  placed  in  the  Central  Canada  Rail¬ 
way. 

Although  a  large  amount  of  work  had  been  done  in  connection 
with  bridge  repairs  in  the  two  previous  seasons  it  was  found  necessary 
to  carry  out  still  further  repairs  during  1922  on  account  of  the  decayed 
condition  of  the  piling.  A  total  of  60,480  lineal  feet  of  piling  was  driven, 
of  which  amount  4,780  lineal  feet  was  on  the  Central  Canada  Railway. 
In  addition  to  these  repairs  2,270  lineal  feet  of  piling  was  driven  in 
new  bridges  and  21,105  lineal  feet  in  retaining  walls  intended  to  hold 
sliding  banks  in  the  Smoky  River,  Burnt  River  and  Peace  River 
valleys.  A  total  of  approximately  181,000  lineal  feet  of  piling  has 
been  driven  in  connection  with  bridge  repairs,  new  bridges  and  retain¬ 
ing  walls  on  the  E.  D.  &  B.C.  and  Central  Canada  Railways  during 
the  past  three  seasons. 

The  bridges  at  Mile  141  and  Mile  147.6  were  partly  train-filled, 
about  33,000  cubic  yards  of  material  being  hauled  from  cuts  and 
placed  in  these  structures.  In  addition,  about  3,400  cubic  yards  of 
material  were  placed  in  the  bridges  at  Miles  108.6  and  117.9  by  a 
mechanical  ditcher,  these  two  bridges  having  been  part  filled  during 
the  previous  season.  A  further  quantity  of  2,650  cubic  yards  of  train- 
fill  were  placed  on  the  east  approach  to  Peace  River  Bridge  to  stipply 
the  place  of  shrinkage  in  work  done  the  previous  season. 

Temporary  coal  docks  were  erected  at  Westlock  and  Grande 
Prairie,  and  sheds  for  the  protection  of  coal  supply  were  placed  at 
Westlock,  Jarvie,  Smoky  River  and  Clairmont. 

An  addition  to  the  engine  house  at  McLennan,  40  ft.  x  90  ft. 
was  constructed  to  serve  as  machine  shop,  dynamo  room  and  boiler 
house,  and  a  three-section  hot  well  constructed. 

Various  repairs,  alterations  and  additions  to  station  buildings 
and  platforms  were  carried  out,  and  stockyards  at  Enilda,  Grande 
Prairie,  and  Westlock  were  repaired.  Station  platforms  were  built 
at  Prest,  and  Sexsmith,  and  the  freight  shed  at  Grande  Prairie  was 
extended  thirty  feet. 

Grain-loading  platforms,  constructed  of  old  stringers,  were  erected 
at  Campbell  and  Enilda,  and  a  large  number  of  structures  were  painted 
during  the  season. 

About  2.6  track  miles  of  right-of-way  fencing  were  erected  and 
a  permanent  fence  placed  around  the  Wye  at  Westlock.  Protection 
fence  was  erected  on  the  south  side  of  both  east  and  west  approaches 
of  the  Peace  River  Bridge. 

Ten  highway  crossings  and  six  farm  crossings  W'ere  constructed, 
and  8.8  miles  of  fireguard  were  plowed. 

On  the  Central  Canada  Railwrav  1,943  track  feet  of  Jordan  guard 
rail  wrere  placed  on  the  trestle  bridges,  while  3,102  track  feet  were 
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placed  on  bridges  on  the  E.  D.  &  B.C.,  most  of  these  bridges  being 
located  on  the  Smoky  River  and  Burnt  River  Hills. 

A  mechanical  ditcher  was  kept  in  service  during  the  major  part 
of  the  working  season  removing  small  slides  on  the  Smoky  River 
Hills,  and  cleaning  out  wet  cuts  on  the  Lesser  Slave  subdivision  and  the 
Peace  River  Hill. 

The  Peace  River  Extension  of  the  Central  Canada  Railway  was 
carried  to  completion  during  the  year  and  has  already  proved  a  great 
benefit  to  the  extensive  farming  communities  lying  north  and  west  of 
the  town  of  Peace  River.  The  town  of  Berwyn,  located  at  the  present 
end  of  steel  at  Mile  73,  has  about  50  buildings  and  an  estimated  popu¬ 
lation  of  about  200.  Track  reached  this  point  in  January,  1922. 

A  total  of  49,610  cubic  yards  of  ballast  were  distributed  and 
placed  in  the  track  on  this  extension  during  the  past  season,  6,750 
cubic  yards  having  been  distributed  on  the  first  few  miles  during  the 
fall  of  1921.  This  extension  has  now  received  an  average  of  approxi¬ 
mately  2,200  cubic  yards  of  ballast  per  mile,  gravel  of  good  quality 
having  been  obtained  from  a  pit  on  the  west-bank  of  Peace  River. 

A  40,000  gallon  C.P.R.  standard  enclosed  wooden  tank  for  water 
supply  has  been  erected  at  the  west  end  of  Peace  River  Bridge  (Mile 
49.5),  the  water  being  obtained  from  a  well  excavated  in  the  sandstone 
bank  of  the  Peace  River,  connected  with  the  river  by  a  gravel  filter. 
A  temporary  water  supply  has  also  been  installed  at  Strong  Creek 
(Mile  53.4),  a  12,000  gallon  tank  having  been  erected  at  this  point. 

At  Berwyn  a  permanent  station  building,  22  ft.  x  62  ft.,  with 
living  quarters  and  a  concrete  basement  has  been  constructed.  A 
portable  station  and  gravel-filled  platform  have  been  placed  at  Grim- 
shaw.  Section  bunk  houses  have  been  installed  at  Strong  Creek  and 
Berwyn.  Combination  loading-platform  and  two  pen  stockyards  have 
been  constructed  at  Grimshaw  and  Berwyn,  and  a  combination  load¬ 
ing-platform  and  two-pen  stockyard  was  placed  at  Roma. 

The  right-of-way  on  this  extension  has  been  fenced  throughout 
with  standard  five-strand  woven-wire  fencing. 

The  agreement  under  which  this  extension  was  constructed  con¬ 
tained  a  provision  for  the  payment  of  10  per  cent,  of  the  cost  of  the  work 
(excluding  engineering  and  management)  to  the  Manager  of  the  Cen¬ 
tral  Canada  Railway  for  “ Supervision.”  This  appears  to  have  been 
a  superfluous  and  expensive  feature  of  the  agreement  and  has  cost 
the  Government  to  date  a  sum  in  excess  of  $65,000,  for  which  no  ade¬ 
quate  service  has  been  rendered.  The  cost  of  the  actual  supervision 
of  this  extension  as  represented  by  engineering  and  management  was 
also  paid  for  out  of  the  amounts  advanced  by  the  Government  in  addi¬ 
tion  to  the  amount  stated  above. 

A  consideration  of  the  terms  of  this  agreement  naturally  raises 
the  question  as  to  how  far  the  C.P.R.,  having  only  the  interests  of  a 
temporary  exploiter  of  the  Railway  Companies,  should  have  been 
permitted  to  control  the  planning  and  spending  of,  and  profiting  from, 
the  funds  advanced  for  the  creation  of  permanent  conditions,  the  cost 
of  which  is  advanced  from  the  public  treasury  of  the  Province.  The 
only  security  which  the  public  has  for  these  advances  are  the  lines  them¬ 
selves,  and  expenditures  should  be  curtailed  all  possible  by  the  elimina- 
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tion  of  unnecessary  costs  in  the  form  of  profits  or  otherwise,  the  interests 
of  the  Province  being  maintained  as  the  first  consideration  at  all 
times. 


Alberta  and  Great  Waterways  Railway 

The  opening  of  the  construction  season  of  1922  found  this  railway 
with  a  large  amount  of  work  still  remaining  to  be  done  in  order  to 
eliminate  deferred  maintenance  and  bring  the  line  up  to  a  reasonable 
standard  of  operating  efficiency.  The  money  expended  under  the 
Northern  Construction  Company’s  contract  during  1920-1921  should 
have  been  more  than  sufficient  to  complete  the  line  and  to  carry  to 
completion  all  of  the  work  it  was  intended  to  perform,  but  it  was  found 
that  the  amount  of  the  1921  appropriation  had  been  exceeded  by  the 
sum  of  3223,000  and  the  proposed  programme  was  still  far  short  of 
completion  when  work  was  closed  down  in  the  fall  of  that  year. 

Under  these  circumstances  it  was  found  necessary  to  provide  for 
additional  expenditures  for  the  year  1922,  and  an  appropriation  of 
3514,456  was  authorized  at  the  last  session  of  the  Legislature.  Of 
this  amount  approximately  3368,000  was  for  the  purpose  of  carrying 
to  completion  the  balance  of  the  work  still  unperformed  at  the  close  of 
1921,  while  the  remainder  was  required  to  meet  the  estimated  operating 
deficit  of  the  year.  Owing  to  the  difficulty  of  obtaining  labor  it  was 
found  impossible  to  carry  out  all  of  the  work  which  it  was  intended 
to  perform,  and  the  operating  deficit  for  the  year  was  also  less  than 
estimated.  As  a  result,  the  expenditure  was  3114,000  less  than  the 
amount  authorized. 

Of  the  work  carried  out  during  the  past  year  the  main  item  was 
ballasting,  a  total  of  approximately  179,000  cubic  yards  of  ballast 
having  been  distributed  during  the  season  at  an  average  cost  of  80c 
per  cubic  yard  (including  rental  of  all  equipment) .  This  compares 
very  favorably  with  the  average  cost  of  ballast  distributed  on  the 
E.  D.  &  B.C.  and  Central  Canada  Railways  under  C.P.R.  manage¬ 
ment,  which  was  approximately  31-57  per  cubic  yard,  and  with  the 
cost  of  ballast  distributed  by  the  Northern  Construction  Company 
during  the  previous  season,  the  average  of  which  was  31-72  per  cubic 
yard. 

About  112  miles  of  main  line  track  and  about  5  miles  of  side  track 
were  lifted  and  surfaced  during  the  season,  and  a  considerable  amount 
of  ditching  and  track  repair  work  was  carried  on  simultaneously  with 
ballasting  operations. 

Approximately  53,300  ties  were  renewed  during  the  working 
season,  12,600  of  these  being  placed  south  of  Lac  la  Biche,  and  40,700 
north  of  that  point.  About  15,000  of  the  ties  placed  during  1922  were 
on  hand  from  the  previous  season  ,  but  the  average  cost  of  ties  purchased 
during  1922  was  33  cents  per  tie,  while  the  cost  of  ties  supplied  by  the 
Northern  Construction  Company  during  the  previous  season  was  88 
cents  per  tie. 

As  a  result  of  a  careful  examination  of  the  trestle  bridges  on  this 
line  it  was  found  urgently  necessary  to  make  extensive  repairs  in  order 
to  place  them  in  a  safe  condition,  and  an  amount  of  approximately 
327,000  was  expended  on  this  work  during  the  course  of  the  season. 

New  bridges  were  constructed  at  Mile  188.9  (4  bents),  Mile  194 
(2  bents),  Mile  259  (2  bents)  and  Mile  248.9  (3  bents),  these  being 
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necessitated  at  points  where  the  existing  culverts  had  proved  to  be 
insufficient  to  canv  the  drainage.  Additional  bents  were  driven  on  the 
trestle  bridges  at  Mile  43,  Mile  191,  Mile  206.5  and  Mile  253. 

The  temporary  pile  bridge  at  Mile  264,  consisting  of  50  bents 
and  which  carried  the  track  across  a  bad  sink-hole,  was  in  such  an 
unstable  condition  that  it  was  considered  advisable  to  completely  re¬ 
drive  it  rather  than  attempt  to  repair  and  maintain  the  bents  already 
existing.  The  50  bents  were  therefore  re-driven  with  piling  obtained 
from  the  company’s  terminal  property  at  Waterways,  and  a  standard 
deck  placed.  The  nine  trestle  bridges  erected  during  1921  on  the 
newly-constructed  line  along  Deep  Creek  (Mile  272  to  Mile  282)  were 
cicssed  on  temporary  decks  until  the  season  of  1922,  when  these  bridges 
weie  completed  to  standard.  All  bridge  work  was  carried  out  bv  the 
company’s  own  bridge  and  buildings  crews. 

About  six  miles  of  new  right-of-way  fencing  was  erected,  five  and 
one-half  miles  of  this  being  between  Mile  97.5  and  Mile  103,  and  the 
remaining  half  mile  at  Barnegai  station  grounds,  Mile  121. 

A  considerable  amount  of  new  ditching  was  done  by  extra  gangs 
during  the  season  at  points  where  additional  drainage  was  necessary. 
A  mechanical  ditcher  was  also  operated  for  a  period  of  two  months, 
this  machine  being  engaged  in  cleaning  out  and  widening  cuts,  and 
removing  material  from  sliding  cuts  along  Deep  Creek  between  Mile 
275  and  Mile  282. 

The  warehouse  building  which  had  been  erected  at  Lac  la  Biche 
by  the  Northern  Construction  Co.  in  the  fall  of  1920  was  found  to 
have  no  further  usefulness  at  that  point,  and  the  structure  was  accord¬ 
ingly  dismantled  and  the  material  shipped  to  Waterways  and  re-erected 
there,  where  it  is  now  in  use  as  a  combined  station  and  freight  house. 
A  house  track,  about  900  feet  in  length,  was  constructed,  passing  to  the 
rear  of  this  building  for  the  purpose  of  facilitating  the  loading  and 
unloading  of  cars  at  this  point. 

A  mechanical  coaling  plant  had  been  erected  at  Lac  la  Biche 
during  the  year  1921  at  a  cost  of  over  315,000  but  the  existence  of  this 
structure  was  not  justified  by  the  small  amount  of  coaling  required 
at  this  point,  and  in  any  event,  the  plant,  which  was  intended  to  be 
operated  by  compressed  air,  was  found  incapable  of  satisfactorily  per¬ 
forming  the  function  for  which  it  was  designed,  even  under  the  most 
favorable  conditions.  As  there  was  over  60,000  F.B.M.  of  fir  lumber 
in  this  coaling  plant  and  in  the  trestle  approach  thereto,  it  was  con¬ 
sidered  advisable  to  dismantle  the  whole  structure  and  put  the  material 
of  which  it  was  constructed  to  some  useful  purpose.  This  was  done 
during  the  latter  part  of  the  season,  and  the  lumber  salvaged  has  been 
utilized  in  connection  with  bridge  repairs  and  other  work. 

Shelters  were  placed  at  Caslan,  Hylo  and  Venice  and  a  number 
of  fianger,  bridge  and  mile-board  signs  were  placed  north  of  Lac  la  Biche. 

The  operating  deficit  for  the  year  amounted  to  368,139.73,  this 
figure  representing  the  actual  deficit  after  all  expenditures  for  recon¬ 
ditioning  works  and  deferred  maintenance  have  been  eliminated. 
The  corresponding  deficit  for  the  previous  year  was  392,657.64.  The 
total  revenue  for  the  past  year  amounted  to  3268,650.76,  the  revenue 
for  the  year  1921  being  3280,467.97.  The  decrease  in  revenue  is  partly 
due  to  a  reduction  in  freight  rates  initiated  by  the  company  during  the 
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year,  and  partly  to  a  reduction  in  arbitraries  allowed  by  the  Canadian 
National  and  Canadian  Pacific  Railways  on  freight  originating  on  the 
A.  &  G.W.  Railway  moving  on  through  billing. 

Lacombe  and  North-Western  Railway 

At  the  last  session  of  the  Legislature  the  Government  decided 
to  authorize  the  extension  of  the  lire  from  Mile  37  for  a  distance  of 
11.5  miles  in  a  general  northerly  direction.  For  this  purpose  a  sum 
of  3265,000  was  appropriated,  the  money  to  be  advanced  to  the  com¬ 
pany  in  the  form  of  a  loan  during  the  progress  of  the  work.  A  contract 
was  entered  into  with  W.  A.  Dutton  of  Winnipeg  for  the  construction 
of  the  grade,  and  work  was  commenced  in  June  and  carried  forward 
uninterruptedly  until  the  freeze-up  in  November.  The  work  of  bridg¬ 
ing,  track-laying  and  ballasting  wras  carried  on  by  forces  organized 
and  supervised  by  the  company  direct,  with  the  result,  that  on  Novem¬ 
ber  13th  the  newly-constructed  portion  was  sufficiently  complete  to 
permit  of  the  operation  of  a  freight  and  passenger  service  to  Hoadley, 
the  present  terminus  of  the  line  in  Section  4,  Township  45,  Range  3, 
wrest  of  the  Fifth  Meridian. 

The  entire  extension  has  been  given  a  good  lift  of  ballast,  but 
additional  lifting  and  surfacing  will  be  required  next  season,  after 
the  fills  have  settled  and  become  consolidated. 

The  right-of-way  on  this  extension  was  fenced  throughout  with 
standard  five-strand  woven-wire  fencing,  and  a  telephone  line  con¬ 
sisting  of  two  wires  supported  upon  side-blocks  was  erected  between 
Mile  37  and  Hoadley. 

Combination  standard  loading-platforms  and  stockyards  were 
constructed  at  Bluffton  (Mile  41.0),  and  Floadlev  (Mile  48.9),  while 
a  standard  loading-platform  was  erected  at  Nugent  (Mile  43.7). 
Temporary  station  buildings  were  built  at  Bluffton  and  Hoadley  and 
a  shelter  was  placed  at  Nugent.. 

It  is  satisfactory  to  know  that  the  cost  of  this  new  extension  will 
evidently  be  wrell  within  the  original  estimate  and  of  the  amount 
appropriated.  To  date  cost  of  the  extension  amounts  to  3214,863.69, 
while  it  is  estimated  that  a  further  sum  of  313,585  will  be  required 
next  season  to  carry  it  to  completion,  making  an  estimated  total  cost 
of  3228,400. 

A  comparison  of  the  unit  costs  of  work  done  on  this  extension 
with  the  cost  of  work  done  on  the  Peace  River  extension  of  the  Central 
Canada  Railway  under  similar  conditions  gives  results  which  are  quite 
favorable  to  the  Lacombe  &  North-Western  Railway,  and  this  com¬ 
parison  is  shown  hereunder: 


C.C.R.  Cost  {in- 

L.  y  N.  IF. 

eluding  10  per 

Railway 

cent.  C.P.R.  su- 

Cost 

Unit 

pervision ) 

Clearing . 

.  .  acre 

$  33.00 

$  25.00 

Loose  Rock . 

cu.  yd. 

.50 

.50 

Hardpan . 

cu.  yd. 

•49K 

.45 

Earth . 

cu.  yd. 

.27 

•  17K 

Overhaul . 

cu.  yd. 

.02 

-.01 

Rip  rap . 

cu.  yd. 

1.65 

1.25 

Tracklaying  and  Surfacing.  .  . 
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2,015.20 
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Ballasting . 

.  .  cu.  yd. 

1.08 

(Approx)  .68 

Fencing . 
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364.10 

324.00 

Telegraph  Line . 

.  .  mile 

480.70 

194.00 

Ties . 

.91 

.88 
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Although  the  cost  of  ties  used  on  the  Lacombe  &  North-Western 
Railway  was  less  than  those  used  on  the  C.C.R.,  the  comparison  is 
not  analogous;  that  is,  the  conditions  for  getting  the  ties  delivered  on 
to  the  work  were  not  similarly  circumstanced,  as  it  was  necessary  to 
obtain  the  L.  &  N.W.  ties  from  a  distance  of  three  hundred  miles  from 
the  work,  nearly  one-third  of  which  mileage  was  subject  to  full  tariff 
freight  rates,  and  construction  rates  on  the  remaining  distance.  The 
C.C.R.  ties  could  be  obtained  along  the  E.D.  &  B.C.  Railway  80  to 
150  miles  from  the  work,  and  would  be  subject  to  construction  freight 
rates  for  these  distances  only. 

The  cost  per  mile  of  line  constructed  upon  the  Peace  River  exten¬ 
sion  of  the  C.C.R.  was  $33,234,  while  on  the  Lacombe  &  North-Wes'tern 
the  cost  when  complete  will  be  under  $19,500  per  mile. 

As  a  result  of  the  extension  of  the  line  to  Hoadley  it  was  con¬ 
sidered  advisable  to  move  the  combined  engine  house  and  machine 
shop  located  at  Rimbey  to  Lacombe.  This  engine  house  had  origin¬ 
ally  been  erected  at  Bentley,  but  was  dismantled  and  re-erected  at 
Rimbey  early  in  the  year  1920,  when  the  line  was  extended  to  that 
point.  As  it  is  essential  that  a  facility  of  this  character  should  be 
placed  at  one  or  other  of  the  two  termini,  it  was  considered  advisable 
from  every  standpoint  to  establish  Lacombe  as  the  location  for  this 
engine  house  and  with  this  in  view  an  area  of  approximately  eight 
acres  was  acquired  adjacent  to  the  town  of  Lacombe  for  the  accommo¬ 
dation  of  the  engine  house  and  other  terminal  facilities.  The  engine 
house  and  machine  shop  have  now  been  removed  from  Rimbey  and  re¬ 
erected  at  Lacombe,  and  a  Wye  and  other  track  accommodation  have 
also  been  installed  at  this  point. 

The  water  supply  at  Outlet  Creek  (Mile  19.6)  has  never  given 
satisfactory  service  since  its  installation  in  the  year  1918,  owing  to 
the  very  limited  and  intermittent  flow  in  the  creek  from  which  the 
supply  was  obtained.  It  was  therefore  decided  to  dismantle  the 
water  tank  and  pump  house  located  at  this  point  and  re-erect  at 
Lacombe,  provided  an  adequate  supply  of  water  could  be  obtained 
at  the  proposed  new  location.  A  deep  well,  some  300  feet  in  depth, 
was  accordingly  drilled  in  the  vicinity  of  the  engine  house  at  Lacombe 
and  a  sufficiently  strong  flow  of  water  was  encountered  to  justify  its 
adoption  as  a  permanent  water  supply.  The  water  tank  and  pump 
house  were  then  moved  from  Outlet  Creek  and  installed  at  Lacombe, 
adding  greatly  to  the  convenience  of  operation. 

The  freight  warehouse  at  Bentley  was  considered  to  be  unnecessary, 
owing  to  the  small  volume  of  freight  and  express  required  to  be  stored 
at  that  point,  so  the  building  was  dismantled  and  converted  into  two 
temporary  station  buildings,  these  being  placed  at  Bluffton  and  Hoadley 
on  the  new  extension. 

A  standard  grain  elevator  of  35,000  bushels  capacity  has  been 
erected  at  Bluffton  and  another  will,  in  all  probability,  be  constructed 
at  Nugent  next  season. 

• 

About  3,300  ties  were  renewed  between  Lacombe  and  Mile  19, 
and  considerable  lifting  and  surfacing  was  carried  out  over  the  entire 
line  between  Mile  0  and  Mile  37.  This  portion  of  the  line  is  now  in 
fair  condition. 

With  the  opening  of  the  new  extension  for  the  carriage  of  traffic 
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it  was  decided  to  depart  from  the  method  of  operating  the  line  pre¬ 
viously  in  effect.  Accordingly,  on  November  13th  a  new  schedule 
was  put  into  effect  whereby  a  service  of  three  trains  a  week  was  inaug¬ 
urated  in  place  of  the  previous  bi-weekly  service,  the  trains  leaving 
Lacombe  at  8  a.m.  for  Hoadley  and  arriving  back  at  Lacombe  at 

5  p.m.. 

The  operating  deficit  on  the  Lacombe  &  North-Western  Railway 
for  the  past  year  amounted  to  320,898. 88.  Of  this  amount  37,169.44 
represents  expense  incurred  due  to  the  removal  and  re-erection  of  the 
engine  house,  shop  buildings  and  water  station  from  Rimbey  to  La¬ 
combe,  and  34,770.19  covers  reconditioning  work,  leaving  an  actual 
operating  deficit  ol  38,959.25,  compared  with  312,187.22  for  the  year 
1921,  after  deducting  the  sum  of  310,851.91  for  reconditioning  expenses 
during  that  year. 

On  account  of  the  dry  season  the  crop  in  the  territory  served  by 
this  line  was  considerably  below  the  average,  and  this  factor,  of  course, 
had  a  direct  bearing  on  the  revenue  of  the  railway.  Reductions  in 
freight  rates  which  were  effected  during  the  year  also  had  an  adverse 
effect  on  the  revenue  received,  but  with  a  satisfactory  crop  next  season, 
and  the  additional  revenue  which  it  is  expected  to  derive  as  a  result 
of  the  extension  of  the  line  to  Hoadiev,  there  is  every  reason  to  antici¬ 
pate  that  the  revenues  wiil  at  least  cover  operating  expenses  during 
the  coming  year. 

During  the  month  of  July,  the  Canadian  National  Railways  made 
application  to  the  Board  of  Railway  Commissioners  for  Canada,  under 
Section  179  of  The  Railway  Act,  for  authority  to  close  the  divisional 
point  at  Jasper,  Alberta,  located  on  the  G.T.P.,  and  consolidate  it 
into  one  common  terminal  at  Lucerne,  B.C.,  on  the  original  Canadian 
Northern  line. 

The  consequences  of  this  action  were  considered  by  the  Depart¬ 
ment  to  have  a  direct  bearing  upon  the  question  of  gradients  and  the 
economical  operation  of  the  entire  Mountain  Division  of  the  Canadian 
National  Railways,  and  it  was  considered  that  the  people  of  the  Pro¬ 
vince  of  Alberta  were  very  directly  concerned  with  any  decision  the 
results  of  which  would  adversely  affect  the  operating  cost  of  the  Cana¬ 
dian  National  Railways.  It  wms,  therefore,  arranged  for  the  Province 
to  be  represented  at  the  hearings  at  which  the  Board  was  to  consider 
the  application. 

Hearings  were  held  by  the  Board  on  September  12th,  1922,  at 
Jasper  and  Lucerne,  and  at  both  places  evidence  was  submitted  on 
behalf  of  the  Province  in  opposition  to  the  application.  Further 
representations  were  made  by  letter  to  the  Board,  subsequent  to  the 
hearings,  in  which  the  evidence  of  the  Province  was  presented  in  detail 
for  the  consideration  of  the  Board. 

The  circumstances  under  which  the  Grand  Trunk  Pacific  0.4  per 
cent,  jine  west  of  Edmonton  came  to  be  abandoned  in  favor  of  the 
Canadian  Northern  0.5  per  cent,  to  0.6  per  cent,  line  were  recalled,  the 
rails  having  been  lifted  from  about  250  miles  of  track  in  the  year  1917 
tor  mi  itary  purposes.  The  desiraH  ity  of  restoring  those  portions  of 
the  Grand  Thunk  Pacific  iine  which  were  abandoned  was  strongly 
urged,  emphasis  being  placed  on  the  reduced  ruling  gracient  to  be 
obtained  by  reverting  to  the  abandoned  portions  of  the  G.T.P.  lire, 
and  the  economies  in  operation  which  would  result  from  the  increase 
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in  tonnage  rating  which  would  be  obtainable  by  so  doing.  It  was 
shown  that  being  located  on  the  original  Canadian  Northern  line,  the 
adoption  of  Lucerne  as  a  divisional  point  would  commit  the  Canadian 
National  Railways  to  a  ruling  0.6  per  cent,  gradient,  whereas  by  the 
selection  of  Jasper  on  the  original  Grand  Trunk  Pacific  line  a  ruling 
gradient  of  0.4  per  cent,  was  possible  for  both  east  and  west-bound 
traffic,  provided  that  a  restoration  of  the  abandoned  G.T.P.  line  was 
eventually  carried  into  effect. 

An  economic  study  of  the  problem,  based  on  the  present  traffic 
and  the  cost  per  train  mile  given  by  the  Canadian  National  Railways’ 
representatives  in  their  evidence  at  the  Jasper  hearing,  shows  that 
a  saving  of  3109,500  per  annum  in  operating  costs  can  be  effected  by 
reverting  to  the  G.T.P.  0.4  per  cent,  gradient.  3109,500  capitalized 
at  5 f/J  per  cent,  equals  31,990,909  jusiifiable  expenditure  to  restore 
the  G.T.P.  0.4  per  cent,  gradient  with  present  traffic.  There  would  be 
a  total  of  85  mi  es  of  main  line  track  to  be  laid  and  appurle'ant  w'ork 
to  be  performed  in  restoring  the  G.T.P.  0.4  per  cent,  gradient  between 
Edson,  Alberta  and  Red  Pass  Junction,  B.C.,  at  an  estimated  cost  of 
3433,500,  which  shows  a  balance  of  31,557,409  in  favor  of  the  immediate 
restoration  of  the  G.T.P.  0.4  per  cent,  gradient  line. 

Suggestions  were  made  for  the  more  economical  operation  of  the 
C.N.R.  west  of  Red  Pass  Junction,  by  making  permanent  for  joint 
use  of  both  C.N.R.  and  G.T.P.  trains,  the  C.N.R.  0.7  per  cent,  gradient 
between  Red  Pass  and  a  point  in  the  vicinity  of  Jackman.  This,  v  ith 
the  construction  of  a  short  diversion  of  the  G.T.P.  line  from  AlcLennan 
River  to  connect  with  the  C.N.R.  0.7  per  cent,  line  at  Jackman,  would 
eliminate  the  G.T.P.  1  per  cent,  gradient  between  Red  Pass  Junction 
and  McLennan  River,  a  distance  of  about  23  miles,  and  should  result 
in  further  large  economies  in  handling  traffic  on  the  Jasper-McBrlde 
Division.  It  was  also  suggested  that  by  reverting  to  the  G.T.P.  grade 
from  Edson  to  the  west  end  of  Prairie  Cieek  Bridge,  constructing  twro 
miles  of  new  line  to  connect  with  the  C.N.R.  at  the  Athabasca  River 
Crossing  of  that  railway,  reconstructing  the  C.N.R.  to  a  0.4  per  cent, 
gradient  wdiere  necessary  from  the  Athabasca  River  Crossing  to  Snar¬ 
ing  Junction,  and  again  reverting  to  the  G.T.P.  grade  from  Geikie 
to  Red  Pass  it  would  be  possible  to  re-establish  the  0.4  per  cent,  ruling 
gradient  from  Edson  to  Red  Pass,  a  distance  of  151  miles. 

At  this  date  the  Board  has  made  no  announcement  with  regard 
to  this  application. 

I  append  hereto  the  following  schedules: 

Schedule  A. —  Statement  of  Railway  Mileage  of  Alberta,  1905-1922. 

Schedule  B. — Statement  of  Railway  Mileages  of  the  Western  Provinces, 

1921-1922. 


Schedule  C. 


Schedule  D. 


Schedule  E.- 


-Statement  of  Guaranteed  Railway  Securities  authorized 
by  the  Provincial  Legislature. 

-Statement  of  Issued  Railway  Securities  guaranteed  by 
the  Province  of  Alberta. 

-Statement  of  Expenditures  made  by  the  Alberta  &. 
Great  Waterways  Rallwrav  Company  from  monies 
loaned  to  it  by  the  Province  of  Alberta  from  January 
1st,  1922,  to  December  3 1st,  1922. 
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Schedule  F, — Statement  of  Expenditures  made  by  the  Lacombe  & 

North-Western  Railway  Company  from  monies 
loaned  to  it  by  the  Province  of  Alberta  from  Jan¬ 
uary  1st,  1922  to  December  31st,  1922, 

I  have  the  honour  to  be,  Sir, 

\rQut  obedient  Servant, 

Jno.  Callaghan, 

Deputy  Minister 


ANNUAL  REPORT,  1922 
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1905 

1906 

1907 

1908 

1909 

1910 

1911 

1912 

1913 


1914 


1915 


1916 


1917 


3918 


STATEMENT  OF  RAILWAY  MILEAGE 


OF  ALBERTA 


1905-1922 


Canadian  Pacific  Railway . 

Canadian  Pacific  Railway . 

Canadian  Northern  Railway . 

Canadian  Pacific  Railway . 

Canadian  Northern  Railway . 

Canadian  Pacific  Railway . 

Canadian  Northern  Railway . 

Grand  Trunk  Pacific  Railway . 

Canadian  Pacific  Railway . 

Canadian  Northern  Railway . . 

Grand  Trunk  Pacific  Railway . 

Canadian  Pacific  Railway . 

Canadian  Northern  Railway . 

Grand  Trunk  Pacific  Railway . 

Canadian  Pacific  Railway . 

Canadian  Northern  Railway... . 

Grand  Trunk  Pacific  Railway . ....... 

Canadian  Pacific  Railway . 

Canadian  Northern  Railway . 

Grand  Trunk  Pacific  Railway . ...... 

Edmonton,  Dunvegan  Sc  B.C.  Railway . 

Canadian  Pacific  Railway . . 

Canadian  Northern  Railway . 

Grand  Trunk  Pacific  Railway . 

Edmonton,  Dunvegan  Sc  B.C.  Railway . 

Canadian  Pacific  Railway. . 

Canadian  Northern  Railway. . 

Grand  Trunk  Pacific  Railway . 

Edmonton,  Dunvegan  8c  B.C.  Railway . 

Alberta  Sc  Great  Waterways  Railway . 

Canadian  Pacific  Railway . . 

Canadian  Northern  Railway . 

Grand  Trunk  Pacific  Railway . 

Edmonton,  Dunvegan  5c  B.C.  Railway . 

Alberta  5c  Great  Waterways  Railway . 

Central  Canada  Railway . 

Canadian  Pacific  Railway . 

Canadian  Northern  Railway . 

Grand  Trunk  Pacific  Railway . . 

Edmonton,  Dunvegan  5c  B.C.  Railway. 

Alberta  8c  Great  Waterways  Railway . 

Central  Canada  Railway . . 

Canadian  Pacific  Railway . 

Canadian  Northern  Railway . 

Grand  Trunk  Pacific  Railway . 

Edmonton,  Dunvegan  8c  B.C.  Railway. 

Alberta  8c  Great  Waterways  Railway . 

Central  Canada  Railway . 

Lacombe  5c  Bfindman  Valley  E.  Railway.  . . 

Canadian  Pacific  Railway . . . 

Canadian  Northern  Railway...... . 

Grand  Trunk  Pacific  Railway . 

Edmonton,  Dunvegan  Sc  B.C.  Railway . 

Alberta  &  Great  Waterways  Railway. . 


1060 

Total  Mileage 
1060 

1061 

178 

1239 

1106 

220 

1326 

1106 

220 

40 

1366 

1156 

220 

129 

1505 

1269 

220 

293 

1782 

1387 

• 

329 

384 

2100 

1480 

912 

638 

25 

3055 

1638 

1171 

707 

131 

3647 

1887 

1188 

707 

240 

75 

•4097 

1909 

1247 

707 

337 

175 

48 

4423 

1920 

1250 

707 

408 

223 

49 

4557 

1920 

1193 

643 

408 

272 

49 

20 

4505 

1920 

1195 

640 

408 

2 87 
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DEPARTMENT  OF  RAILWAYS 


SCHEDULE  A  ( Continued ) 


Central  Canada  Railway .  49 

Lacombe  &  Blindman  Valley  E.  Railway.  .  .  20 

1919  Canadian  Pacific  Railway .  1920 

Canadian  National  Railways .  1306 

Grand  Trunk  Pacific  Railway .  640 

Edmonton,  Dunvegan  &  B.C.  Railway .  408 

Alberta  &  Great  Waterways  Railway .  294 

Central  Canada  Railway .  49 

Lacombe  &  North-Western  Railway .  33 

1920  Canadian  Pacific  Railway .  1921 

Canadian  National  Railways .  1361 

Grand  Trunk  Pacific  Railway .  640 

Edmonton,  Dunvegan  &  B.C.  Railway .  408 

Alberta  &  Great  Waterways  Railway .  284 

Central  Canada  Railway .  49 

Lacombe  &  North-Western  Railway .  33 

1921  Canadian  Pacific  Railway .  1974 

Canadian  National  Railways .  1373 

Grand  Trunk  Pacific  Railway .  643 

Edmonton,  Dunvegan  &  B.C.  Railway .  408 

Alberta  &  Great  Waterways  Railway .  282 

Central  Canada  Railway .  72 

Lacombe  &  North-Western  Railway .  37 

1922  Canadian  Pacific  Railway .  1993 

Canadian  National  Railways .  1363 

Grand  Trunk  Pacific  Railway .  611 

Edmonton,  Dunvegan  &  B.C.  Railway .  408 

Alberta  &  Great  Waterways  Railway .  282 

Central  Canada  Railway .  72 

Lacombe  &  North  Western  Railway .  49 


4519 


4650 


4696 


4789 


4778 


SCHEDULE  B 

STATEMENT  OF  RAILWAY  MILEAGES  OF  THE  WESTERN 

PROVINCES,  1921-1922 


Ontario 

West  of  Port  Arthur 


Canadian  Pacific  Railway . 

Canadian  National  Railways . ^ 

National  Transcontinental  Railway  j 


December  31st 

1921 


Manitoba 


Canadian  Pacific  Railway . 

Canadian  National  Railways . 

Hudson’s  Bay  Railway . 

National  Transcontinental  Railway 

Grand  Trunk  Pacific  Railway . 

Great  Northern  Railway . 


1 


333 

334 

843 

1,176 

841 

1733 

1739 

2442 

2440 

210 

210 

238 

238 

Saskatchewan 


Canadian  Pacific  Railway. 
Canadian  National  Railways.. 
Grand  Trunk  Pacific  Railway 


2828 

2454 

1167 


4,623 


6,449 


December  31st 
1922 


1,175 


2828 

2459 

1167 


4,627 


6,454 
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SCHEDULE  B  ( Continued ) 


Alberta 

Canadian  Pacific  Railway . 

1974 

1993 

Canadian  National  Railways. ...... 

1373 

1363 

Grand  Trunk  Pacific  Railway . . 

643 

611 

Edmonton,  Dunvegan  &  B.C.  Railway. 

408 

408 

Alberta  &  Great  Waterways  Railway . 

282 

282 

Central  Canada  Railway.  . . 

72 

72 

Lacombe  &  North-Western  Railway. ....... 

37 

49 

4,789 

4,778 

British  Columbia 

Canadian  Pacific  Railway . .  . 

1319 

1321 

Canadian  National  Railways . .  , 

607 

607 

Grand  Trunk  Pacific  Railway.  ....... 

679 

679 

Great  Northern  Railway . . 

424 

424 

Pacific  Great  Eastern  Railway.. . . 

395 

395 

Kettle  Valley  Railway . . 

324 

334 

3,748 

3,760 

Total  Mileage. .......... 

20,785 

20,794 

SCHEDULE  C 

STATEMENT  OF  GUARANTEED  RAILWAY  SECURITIES 
AUTHORIZED  BY  THE  PROVINCIAL 
LEGISLATURE 


Canadian  Northern  Railway 


Authorized 

Guarantee 

Mileage 

M  He  age 

Per  mile 

Authorized 

Completed 

From  Strathcona  via  Camrose  and  Calgary 
to  Lethbridge . 

SI  5,000 

355 

230 

From  Camrose  to  Vegreville . 

15,000 

50 

46.44 

From  crossing  of  second  above  line  and 
Little  Bow,  south  via  Macleod  to 
International  Boundarv . 

15,000 

110 

Nil 

From  near  Macleod  to  western  boundary.  . 

15,000 

65 

Nil 

From  near  Cardston  to  western  boundary.  .  . 

15,000 

35 

Nil 

From  Calgary  via  Cochrane  to  the  east  side 
of  Rocky  Mountain  Park . 

15,000 

50 

Nil 

From  near  Morin ville  easterly . 

15,000 

40 

Nil 

From  Morinville  to  Athabasca  Landing . 

15,000 

72.3  • 

72.3 

From  Mile  175  of  the  Goose  Lake  to  Munson 

15,000 

127.5 

127.5 

Canadian  Northern 

Western  Railway 

From  Athabasca  Landing  to  Fort  McMurray 

SI  5,000 

175 

Nil 

From  first  above  line  east  to  Lac  la  Biche.  . 

15,000 

40 

Nil 

From  Athabasca  Landing  north  of  Lesser 
Slave  Lake  to  Peace  River  Crossing.  .  .  . 

15,000 

100 

Nil 

From  Onoway  northwest  to  Pine  River  Pass 

20,000 

250 

11 A 

From  Oliver  northeast  to  St.  Paul  des  Metis 

18,000 

100 

100 

From  Bruderheim  via  Vermilion,  Wain- 
wright  and  Medicine  Hat  to  Inter¬ 
national  Boundary  with  a  branch  north- 


west  of  Vermilion  to  eastern  boundary 

13,000 

200 

50.25 

From  Calgary  north-west  to  Brazeau  Line.  . 

13,000 

100 

Nil 

From  Catnrose  south-east . 

13,000 

80 

59.7 

From  Strathcona  south-west  via  Cochrane 
to  Pincher  Creek . 

15,000 

100 

1.29 

From  Blackfalds  to  Goose  Lake  Line . 

13,000 

118.5 

60.60 

From  Blackfalds  west  to  Brazeau  River.  .  .  . 

25,000 

114.07 

114.07 
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SCHEDULE  C  (Continued) 

Grand  Trunk  Pacific  Branch  Lines  Company 

From  Tofield  to  Calgary .  £15,000  201.5  201.5 

From  Bickerdike  south-westerly . 20,000  58  58 

Edmonton,  Dunvegan  and  British  Columbia  Railway 

From  Edmonton,  north-west  via  Dunvegan 

to  western  boundary .  20,000  411  358 

From  Spirit  River  to  Grande  Prairie .  20,000  60  50 

Alberta  and  Great  Waterways  Railway 

From  Edmonton  to  a  point  at  or  near  Fort 

McMurray  (including  sidings) .  £  20,000  350  300 

Terminals .  400,000 

Central  Canada  Railway 

From  McLennan  to  Peace  River  and  west.  .  £20,000  100  49 

From  a  point  on  the  Edmonton,  Dunvegan 

and  B.C.  Railway  to  Grouard .  20,000  14  Nil 

Lacombe  and  Bijndman  Valley  E.  Railway 
From  Lacombe  west . . .  £7,000  39.10  39.10 


SCHEDULE  D 

STATEMENT  OF  ISSUED  RAILWAY  SECURITIES 
GUARANTEED  BY  THE  PROVINCE  OF 

ALBERTA 


Railway 

CANADIAN  NORTHERN 
RAILWAY . 


CANADIAN  NORTHERN 
WESTERN  RAILWAY. 


GRAND  TRUNK  PACIFIC 
BRANCH  LINES 


EDMONTON  DUNVEGAN 
&  B.C.  RAILWAY . 


ALBERTA  &  GR  E  AT  WAT¬ 
ERWAYS  RAILWAY . . 

CENTR  AL  CANADA 
RAILWAY . 

LACOMBE  &  NORTH 

WESTERN  RAILWAY.. 


Par  r alue 

Interest ' 

Year  When 

of  Securities 

Rate 

Per  Cent. 

Due 

^9,726,364.24 

4 

1939 

6,424,000.00 

4 

1942 

2,799,997.73 

4^2 

1943 

2,430,000.00 

4 

1939 

1,159,596.00 

4 

1942 

7,000,000.00 

4 

1942 

2,420,000.00 

1944 

7,400,000.00 

5 

1959 

2,000,000.00 

5 

1925 

273,700 MG 

5 

1943 
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SCHEDULE  E 


STATEMENT  OF  EXPENDITURES  MADE  BY  THE  ALBERTA 
AND  GREAT  WATERWAYS  RAILWAY  COMPANY  FROM 


MONIES  LOANED  BY  THE  PROVINCE  OF  ALBERTA 


FROM  JANUARY  1st  TO  DECEMBER  31st,  1922. 


Capital — 

Engineering .  $  9,650.63 

Eight  of  Way .  1,969.89 

Grading .  5,241.05 

Bridges,  Trestles  and  Culverts .  4,690.37 

Ballast .  129,496.86 

Tracklaying  and  Surfacing .  76,869.08 

Fencing .  1,504.76 

Crossings  and  Signs .  986.63 

General  Expenses .  9,891.50 

Equipment  Repairs .  8,355.42 


$248,696.19 


Reconditioning — 

Engineering . 

Tie  Renewals . 

Equipment  Repairs . 

Ditching,  Re-clearing,  etc 
Repairs  to  Bridges . 


$  1,520.00 

44,454.46 
16,982.51 
17,022.95 
27,110.66 

107,090.58 


Sundry — • 

Taxes  (Capital,  Townsite,  Lac  la 

Biche  Inn ) . 

Xlaterial  on  Hand . 

Balance  of  Operating  Deficit . 


$  2,306.00 

47,594.53 
68,139.73 


118,040.26 


$473,827.03 

Less  Balance  on  Hand  December  31,  1921 .  73,827.03 

Loaned  by  Province  in  1922 .  $400,000.00 


22 


DEPARTMENT  OF  RAILWAYS 


SCHEDULE  F 


STATEMENT  OF  EXPENDITURES  MADE  BY  THE  LACOMBE 
AND  NORTH-WESTERN  RAILWAY  COMPANY  FROM 
MONIES  LOANED  BY  THE  PROVINCE  OF  ALBERTA 
FROM  JANUARY  1st  TO  DECEMBER  31st,  1922. 


La  combe  to  Mile  37 — 


Engineering . 

Right  of  Way . 

Moving  Water  Stations . 

Tie  Renewals . 

Equipment  Repairs . . 

Moving  Shops . 

Right-of-Way  at  Lacombe  for  Engine 

House,  etc . 

Taxes . 

Balance  of  Operating  Deficit . 


3  2,226.76 
4,934.35 

2,819.96 

3,822.21 

838.33 

6.154.24 

837.00 

2,005.66 

8.959.25 


New  Extension — Mile  37  to  49.3 — • 

Engineering . 3  6,010.15 

Right-of-Way .  1,956.77 

Grading .  32,925.2  3 

Bridges,  Trestles  and  Culverts .  9,608.47 

Ties .  32,742.41 

Rails .  70,925.58 

Track  Fastenings  and  Other  Material..  8,623.54 

Ballasting,  Lifting  and  Surfacing .  24,767.52 

Tracklaying .  9,942.05 

Roadway  Tools .  580.43 

Fencing  Right-of-Way .  6,228.84 

Crossings  and  Signs .  1,346.00 

Telegraph  and  Telephone  Lines .  2,747.47 

Station  Buildings .  1,520.67 

Miscellaneous  Structures .  3,112.75 

General  Expenses .  1,825.81 


Sundry — 

Payment  to  A.  &  G.W.  on  Account  of 
1921  Outstanding . 


3  32,59 7.76 


214,863.69 


28,505.29 


3275,966.74 

Less  Balance  on  Hand  December  31st,  1921....  20,911.81 


Loaned  by  the  Province  in  1922 .  3255,054.93 


•  -  . 
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